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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live' 



" T T/U^ # #g" ?& % ^V%" 

Jawaharlal Nehru 

'Step Out From the Old to the New' 



IS 5554 (1991): Lock washers with lug [PGD 31: Bolts, Nuts 
and Fasteners Accessories! 



^St^ll# 



* 



* 



bK^f J f JlA^s^fe^rs^^il TY^>^ 



;SSMV H>ft5!>5^N5^> 



^XVVV^i 




Satyanarayan Gangaram Pitroda 
Invent a New India Using Knowledge 



fTR" Tt^t f^TT <sMHI | ^ ^pfT ^f^RT T^f W *TWT If 

Bhartrhari — Nitisatakam 
"Knowledge is such a treasure which cannot be stolen" 





BLANK PAGE 





PROTECTED BY COPYRIGHT 



IS 5554 ■ 1991 
( Reaffirmed 2001 ) 



Indian Standard 
LOCK WASHERS WITH LUG - SPECIFICATION 

( First Revision ) 



UDC 621-882-.54 



© BIS 1991 

BUREAU OF INDIAN STANDARDS 

MANAK BHAVAN, 9 BAHADUR SHAH ZAFAR MARG 
NEW DELHI 110002 

September 1991 Price Group 2 



BoJts, Nuts and Fasteners Accessories Sectional Committee, LM 14 



FOREWORD 

This Indian Standard (First Revision ) was adopted by the Bureau of Indian Standards, after the draft 
finalized by the Bolts, Nuts and Fasteners Accessories Sectional Committee bad been approved by 
the Light Mechanical Engi neering Division Council. 

This standard was originally published in 1 970. Following major changes have been made in this 
revision: 

a) Dishing has been introduced on outside diameter to facilitate bending, 

b) Non-preferred sizes have been deleted, and 

c) Washer thickness has been increased to prevent bending back under dynamic or static loading. 

The lock washers with lugs are used in threaded fastenings and are intended to prevent the fastening 
loosening off. 

In the formulation of this standard assistance has been derived from DIN 432 : 1583 'External tab 
washers' and DIN 522 : 1980 'Washers— Technical deliver conditions', issued by Deutsches Institut fur 
Normung ( Germany ), 

For the purpose of deciding wheiher a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in 
accordance with IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of 
significant places retained in the rounded off value should be the same as that of the specified value in 
this standard. 
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1 SCOPE 

una iuuiau u^auuaiu wyvia »uv »vm**«v«*viiw 

for lock washers with lug for thread sizes in the 
range M3 to MlCp. 

2 REFERENCES 

The following Indian Standards are necessary 
adjuncts to this standard: 

IS No, Title 

410 : 1931 Cold rolled brass, plate, sheets, 

strip and foil ( third revision ) 

513 : 1986 Cold -rolled low carbon steel 

sheets and strips ( third revision ) 

5369 : 1975 General requirements for plain 

washers and lock washers ( first 
revision ) 

3 DIMENSIONS 

3.1 The dimensions of the lock washers shall be as 
given in Table 1 . 

3.2 Tolerance on dimensions are given in, Table 2. 



4 GRADE 

IS 5369 : 1975. 

5 MATERIAL 

Lock washers shall be made from cold rolled car- 
bon steel, Grade of IS 513 : 1986 or brass Cu Zn 
37 of IS 410 : 1981 ( theohoice of temper being 
left to the manufacturer ) or any other suitable 
material specified by the purchaser. 

6 DESIGNATION 

6.1 The lock washers shall be designated by 
nomenclature, nominal size, number of this 
standard and material. 

6.1.1 A lock washer with Iughaving nominal size 
25 mm and made of steel shall be designated as: 
Lock Washer with Lug IS 5554— 25— St 

7 GENERAL REQUIREMENTS 

In respect of requirements not covered in this 
standard, the lock washers shall conform to 
IS 5369 : 1975. 
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Table 1 Dimensions for Lock Washers with Lug 

( Clause 3.1 ) 
All dimensions in millimetres. 
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Table 2 Tolerances and Permissible Deviations 

( Clause 3.2 ) 

All dimensions in millimetres. 
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Standard Mark 

The use cf the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark 
on products covered by an Indian Standard conveys the assurance that they have been 
produced to comply with the requirements of that standard under a well defined system 
of inspection, testing and quality control which is devised and supervised by BIS and 
operated by the producer. Standard marked products are also continuously checked by 
BIS for conformity to that standard as a further safeguard. Details of conditions under 
which a licence for the use of the Standard Mark may be granted to manufacturers or 
producersmay be obtained from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any form without the prior permission in writing of BIS. This does not preclude the free use, 
in the course of implementing the standard, of necessary details, such as symbols and sizes, type 
or grade designations. Enquiries relating to copyright be addressed to the Director 
(Publications), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if 
any, are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be 
sent to BIS giving the following reference: 

Doc : No. LM 14 ( 4973 ) 
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